
Mandrel size 00 01 02 03 04 05 06 07 08 09 10 11
Ø D Sleeve released mm from 14,7 19,7 24,7 29,7 34,7 39,7 44,7 54,7 64,7 81,7 100,7 119,7

to 19,7 24,7 29,7 34,7 39,7 44,7 54,7 64,7 81,7 100,7 119,7 139,7

E 35 40 46 50 60 60 80 90 100 122 140 180

F 41,5 46,5 52,5 56,5 66,5 66,5 92 102 112 134 152 192

Max. operating power kN 7 9 12 12 15 15 20 20 25 25 25 25

A 17,780 17,780 17,780

C 64 64 64

MK 2 -- MT 2 G 24 27 32

H 34 36 34

L 116,5 122,5 129,5

M M 6 M 8 M 8

K 12 16,5 16,5

Weight approx. kg 0,29 0,30 0,31

Id.-No. 315480 315481 315482
A 23,825 23,825 23,825 23,825 23,825 23,825 23,825 23,825

C 81 81 81 81 81 81 81 81

MK 3 -- MT 3 G 27 32 38 43 48 58 68

H 34 36 34 41,5 41 41 48 48

L 127,5 137,5 146,5 150,5 160,5 160,5 187 200

M M 6 M 8 M 10 M 10 M 12 M 12 M 14 M 14

K 12 16,5 20 20 20 20 20 20

Weight approx. kg 0,31 0,42 0,53 0,66 0,9 1,1 1,6 2,65

Id.-No. 315483 315484 315485 315486 315487 315488 315489 315490

A 31,627 31,627 31,627 31,627 31,627 31,627 31,627 31,627 31,627 31,627

C 102,5 102,5 102,5 102,5 102,5 102,5 102,5 102,5 102,5 102,5

MK 4 -- MT 4 G 38 43 48 58 68 86 106

H 34 36 34 41,5 41 48 48 48 50 49

L 150,5 155,5 161,5 172,5 183,5 184,5 210 223 235 261

M M 6 M 8 M 10 M 10 M 12 M 12 M 14 M 14 M 14 M 14

K 12 16,5 20 20 24 24 28 28 28 28

Weight approx. kg 0,60 0,69 0,76 0,93 1,2 1,35 1,95 3,1

Id.-No. 315491 315492 315493 315494 315495 315496 315497 315498 315499 315500
A -- -- 44,399 44,399 44,399 44,399 44,399 44,399 44,399 44,399 44,399 44,399

C -- -- 129,5 129,5 129,5 129,5 129,5 129,5 129,5 129,5 129,5 129,5

MK 5 -- MT 5 G -- -- 48 48 58 65 86 106 120 140

H -- -- 34 41,5 41 41 48 48 50 49 51 54

L -- -- 188,5 192,5 202,5 210,5 238 250 264 286 304 344

M -- -- M 10 M 10 M 12 M 14 M 14 M 14 M 14 M 18 M 18 M 18

K -- -- 20 20 24 28 28 28 28 36 36 36

Weight approx. kg -- -- 0,95 1,50 1,98 2,3 2,75 3,8 4,2 5,1 5,7 6,9

Id.-No. -- -- 315501 315502 315503 315504 315505 315506 315507 315508 315509 315510

KKS Cartridge mandrel Type 245-00, power assisted, with Morse taper and axial tightening

Type 245-10 Basic mandrel KKS

Tool group 18

Application
Tuning, grinding, cutting, toothcutting, balancing etc.
Special Features
Very stable model for accurate machining, with axial
tightening, high torque transmissions.
Concentricity 0.01 mm.

shown in released position: stroke max. = 6 mm
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Typ 245-10 Basic mandrel

Typ 245-60 Spindle

Clamping sleeve S
Typ 242-50 Normal standard
Typ 242-55 vulcanized

*Size only 00

%/+.(,)

"&1+' -&.(0),

#,&-/+.* 1,))2)



Type 245-60 Spindles for mandrels KKS

Tool group 18

J

2

K

H

M

Size 00 from size 01

KKS Cartridge mandrel power assisted, with Morse taper and axial tightening

Mandrel size 00 01 02 03 04 05 06 07 08 09 10 11
SW -- 4 6 8 8 8 8 10 10 10 10 10

H 150,5 158,5 163,5

MT 2 J 31 33 33

K 6 8 8

M M 6 M 8 M 8

Id.-No. 315511 315512 315513
H 161,5 173,5 187,5 191,5 201,5 201,5 235 248

MT 3 J 31 33 40 40 40 40 47 47

K 6 8 10 10 12 12 14 14

M M 6 M 8 M 10 M 10 M 12 M 12 M 14 M 14

Id.-No. 315514 315515 315516 315517 315518 315519 315520 315521

H 184,5 191,5 202,5 213,5 231,5 232,5 258 273 285 310

MT 4 J 31 33 40 40 47 47 47 49 49 50

K 6 8 10 10 12 14 14 14 14 14

M M 6 M 8 M 10 M 10 M 12 M 12 M 14 M 14 M 14 M 14

Id.-No. 315522 315523 315524 315525 315526 315527 315528 315529 315530 315541
H 229,5 233,5 250,5 258,5 286 300 314 335 355 398

MT 5 J 40 40 47 47 47 49 49 50 50 50

K 10 10 12 14 14 16 16 18 18 18

M M 10 M 10 M 12 M 14 M 14 M 14 M 14 M 18 M 18 M 18

Id.-No. 315531 315532 315533 315534 315535 315536 315537 315538 315539 315540

slotted
1,5 deep x 1 broad

Special design

Sliding bar mandrel KFG with quick-change adaptor
For machining of raw parts the sliding
bar mandrel KFG is able to transmit high
torques. Clamping diameter 104 mm,
expansion 1,6 mm, pull-down effect, air
sensing, quick-change adaptor bayonet-
type. Actuation force 25000 N, concentricity
error max. 0.01 mm, for clamping of
tapers or gear wheels.

Id.-No. 779409

Clamping Sleeve Type S see page 317/318
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air sensing

quick-change with bayonet

sliding bar

pull-down effect



Mandrel size 0 1 2

ØD Sleeve released mm from 19,7 34,7 54,7

to 40,2 60,7 80,7

Z 30 45 60

L 120,5 136 151

A 80 105 120

B 60 85 85

C M 6 M 10 M 10

F 60 80 105

Max. operating power kN 12 20 20

Max. chucking Ø mm 40,5 60,5 81

Id.-No. 315545 315546 315547

KFR Cartridge Mandrel Type 246-00
power-assisted, with flanged seat, without axial component

Type 246-10 Basic mandrel, complete with Adapter type 246-70

Tool group 18

Application
Turning, grinding, cutting, toothcutting, balancing etc.,
where no axial component is required.
Special Features
Stable type for precision machining operations, flanged
construction, without axial tightening of workpiece (in
special cases with axial tightening and hand-operated
possible). Concentricity 0.01 mm.

shown in released position: stroke max. = 2 mm size 0 + 1 / 4 mm size 2

Clamping sleeves type R, see page 325-326, Intermediate adaptor plates, page 327
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Clamping taper

Typ 246-70 Adaptor

Typ 246-10 Basic mandrel

Clamping Sleeve R
Typ 246-50 / 255-50 Normal standard
Typ 246-55 / 255-55 vulcanized

Typ 246-80
Locking plate

Locking plate

Clamping sleeve R

Clamping taperBasic mandrel

Adaptor



Tool group 18
KFR Cartridge mandrel power-assited, with flanged seat, without axial component

Type 246-60 Clamping taper

Size 0 1 2

L 60 65 70

M M 10 M 14 M 14

K 20 24,5 34

R 18 25 25

Id.-No. 315581 315582 315583

Mandrel size 2

Size 211 212 213 214 215 216 217 218

O 120 120 120 120 120 120 120 120

P 105 105 105 105 105 105 105 105

R 59 62 65 68 72 75 78 82

S 90 90 90 90 90 90 90 90

Id.-No. 315573 315574 315575 315576 315577 315578 315579 315580

Mandrel size 1

Size 111 112 113 114 115 116 117 118

O 105 105 105 105 105 105 105 105

P 80 80 80 80 80 80 80 80

R 38 41 44 47 51 54 57 61

S 67 67 67 67 67 67 67 67

Id.-No. 315565 315566 315567 315568 315569 315570 315571 315572

Mandrel size 0

Size 011 012 013 014 015 016 017 018

O 80 80 80 80 80 80 80 80

P 60 60 60 60 60 60 60 60

R 22 24,5 26 29 32,5 36 38,5 41

S 47,5 47,5 47,5 47,5 47,5 47,5 47,5 47,5

Id.-No. 315557 315558 315559 315560 315561 315562 315563 315564

Mandrel size 0 1 2

Size 01 02 03 11 12 13 21 22 23

H 81 81 81 96 96 96 106 106 106

J 59 59 59 62 62 62 64 64 64

K 10 10 10 20 20 20 25 25 25

M M 10 M 10 M 10 M 14 M 14 M 14 M 14 M 14 M 14

N 16 20 30 30 35 45 48 55 65

Id.-No. 315548 315549 315550 315551 315552 315553 315554 315555 315556

Type 246-80 Locking plate

Type 246-70 Adapters
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by size 01-03

Size 0

Size 1

Size 2
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Clamping Sleeve Type R Type 246-50, for cartridge mandrel KFR

Mandrel size 0 1 2
Clamping taper 01 02 03 11 12 13 21 22 23

Clamping cone KFR new 255 01 02 03 -- 04 05 -- 06 07

Expansion mm 0,5 0,5 0,5 0,5 0,5 0,5 1 1 1

E 40 40 40 55 55 55 70 70 70

Ø gauge dimension A 16 20 30 30 35 45 42 55 65

D min-Ø 19,7 25,2 35,2 34,7 40,2 50,2 54,7 60,7 70,7

Id.-No. 1015513 1015526 1015548 1014000 1015560 1015582 1014013 1015605 1015617
D min-Ø 20,2 25,7 35,7 35,2 40,7 50,7 55,7 61,7 71,7

Id.-No. 1015514 1015527 1015549 1014001 1015561 1015583 1014014 1015606 1015618
D min-Ø 20,7 26,2 36,2 35,7 41,2 51,2 56,7 62,7 72,7

Id.-No. 1015515 1015528 1015550 1014002 1015562 1015584 1014015 1015607 1015619
D min-Ø 21,2 26,7 36,7 36,2 41,7 51,7 57,7 63,7 73,7

Id.-No. 1015516 1015529 1015551 1014003 1015563 1015585 1014016 1015608 1015620

D min-Ø 21,7 27,2 37,2 36,7 42,2 52,2 58,7 64,7 74,7

Id.-No. 1015517 1015530 1015552 1014004 1015564 1015586 1014017 1015609 1015621

D min-Ø 22,2 27,7 37,7 37,2 42,7 52,7 59,7 65,7 75,7

Id.-No. 1015518 1015531 1015553 1014005 1015565 1015587 1014018 1015610 1015622
D min-Ø 22,7 28,2 38,2 37,7 43,2 53,2 66,7 76,7

Id.-No. 1015519 1015532 1015554 1014006 1015566 1015588 1015611 1015623
D min-Ø 23,2 28,7 38,7 38,2 43,7 53,7 67,7 77,7

Id.-No. 1015520 1015533 1015555 1014007 1015567 1015589 1015612 1015624
D min-Ø 23,7 29,2 39,2 38,7 44,2 54,2 68,7 78,7

Id.-No. 1015521 1015534 1015556 1014008 1015568 1015590 1015613 1015625
D min-Ø 24,2 29,7 39,7 39,2 44,7 54,7 69,7 79,7

Id.-No. 1015522 1015535 1015557 1014009 1015569 1015591 1015614 1015626

D min-Ø 24,7 30,2 40,2 39,7 45,2 55,2 70,7 80,7

Id.-No. 1015523 1015536 1015558 1014010 1015570 1015592 1015615 1015627

D min-Ø 25,2 30,7 45,7 55,7

Id.-No. 1015524 1015537 1015571 1015593
D min-Ø 31,2 46,2 56,2

Id.-No. 1015538 1015572 1015594
D min-Ø 31,7 46,7 56,7

Id.-No. 1015539 1015573 1015595
D min-Ø 32,2 47,2 57,2

Id.-No. 1015540 1015574 1015596
D min-Ø 32,7 47,7 57,7

Id.-No. 1015541 1015575 1015597

D min-Ø 33,2 48,2 58,2

Id.-No. 1015542 1015576 1015598

D min-Ø 33,7 48,7 58,7

Id.-No. 1015543 1015577 1015599
D min-Ø 34,2 49,2 59,2

Id.-No. 1015544 1015578 1015600
D min-Ø 34,7 49,7 59,7

Id.-No. 1015545 1015579 1015601
D min-Ø 35,2 50,2 60,2

Id.-No. 1015546 1015580 1015602
D min-Ø 60,7

Id.-No. 1015603

Different chucking Ø and profiled clamping sleeves on request.

Type 246-50 / 255-50 Standard design

Tool group 18
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Clamping Sleeve Type R Type 246-55, for cartridge mandrel KFR

Mandrel size 0 1 2
Clamping taper 01 02 03 11 12 13 21 22 23

Clamping cone KFR new 255 01 02 03 -- 04 05 -- 06 07

Expansion mm 0,5 0,5 0,5 0,5 0,5 0,5 1 1 1

E 40 40 40 55 55 55 70 70 70

Ø gauge dimension A 16 20 30 30 35 45 42 55 65

D min-Ø 19,7 25,2 35,2 34,7 40,2 50,2 54,7 60,7 70,7

Id.-No. 1015713 1015726 1015748 1015481 1015760 1015782 1015493 1015805 1015817
D min-Ø 20,2 25,7 35,7 35,2 40,7 50,7 55,7 61,7 71,7

Id.-No. 1015714 1015727 1015749 1015482 1015761 1015783 1015494 1015806 1015818
D min-Ø 20,7 26,2 36,2 35,7 41,2 51,2 56,7 62,7 72,7

Id.-No. 1015715 1015728 1015750 1015483 1015762 1015784 1015495 1015807 1015819
D min-Ø 21,2 26,7 36,7 36,2 41,7 51,7 57,7 63,7 73,7

Id.-No. 1015716 1015729 1015751 1015484 1015763 1015785 1015496 1015808 1015820

D min-Ø 21,7 27,2 37,2 36,7 42,2 52,2 58,7 64,7 74,7

Id.-No. 1015717 1015730 1015752 1015485 1015764 1015786 1015497 1015809 1015821

D min-Ø 22,2 27,7 37,7 37,2 42,7 52,7 59,7 65,7 75,7

Id.-No. 1015718 1015731 1015753 1015486 1015765 1015787 1015498 1015810 1015822
D min-Ø 22,7 28,2 38,2 37,7 43,2 53,2 66,7 76,7

Id.-No. 1015719 1015732 1015754 1015487 1015766 1015788 1015811 1015823
D min-Ø 23,2 28,7 38,7 38,2 43,7 53,7 67,7 77,7

Id.-No. 1015720 1015733 1015755 1015488 1015767 1015789 1015812 1015824
D min-Ø 23,7 29,2 39,2 38,7 44,2 54,2 68,7 78,7

Id.-No. 1015721 1015734 1015756 1015489 1015768 1015790 1015813 1015825
D min-Ø 24,2 29,7 39,7 39,2 44,7 54,7 69,7 79,7

Id.-No. 1015722 1015735 1015757 1015490 1015769 1015791 1015814 1015826

D min-Ø 24,7 30,2 40,2 39,7 45,2 55,2 70,7 80,7

Id.-No. 1015723 1015736 1015758 1015491 1015770 1015792 1015815 1015827

D min-Ø 25,2 30,7 45,7 55,7

Id.-No. 1015724 1015737 1015771 1015793
D min-Ø 31,2 46,2 56,2

Id.-No. 1015738 1015772 1015794
D min-Ø 31,7 46,7 56,7

Id.-No. 1015739 1015773 1015795
D min-Ø 32,2 47,2 57,2

Id.-No. 1015740 1015774 1015796
D min-Ø 32,7 47,7 57,7

Id.-No. 1015741 1015775 1015797

D min-Ø 33,2 48,2 58,2

Id.-No. 1015742 1015776 1015798

D min-Ø 33,7 48,7 58,7

Id.-No. 1015743 1015777 1015799
D min-Ø 34,2 49,2 59,2

Id.-No. 1015744 1015778 1015800
D min-Ø 34,7 49,7 59,7

Id.-No. 1015745 1015779 1015801
D min-Ø 35,2 50,2 60,2

Id.-No. 1015746 1015780 1015802
D min-Ø 60,7

Id.-No. 1015803

Different chucking Ø and profiled clamping sleeves on request.

Type 246-55 / 255-55 Vulcanized (protected against chips and dirt)

Tool group 18



KFB Cartridge Mandrel, Type 247-00, power-assisted, with flanged seat
Tool group 18

Application
Tuning, grinding, cutting, toothcutting, balancing etc.
Special Features
For accurate machining. Concentricity 0.01 mm.

Type 247-60
Draw bolt

Type 247-70
Stop sleeve

Type 247-80
Guide sleeve

Type 247-71
Work stop Type 247-75

Cotter

Type 247-50
Clamping sleeve type K

Type 247-10
Basic mandrel

shown in released position: stroke max. = 5 mm size 00-05
6 mm size 06-12

Type 247-10 Basic mandrel KFB

releas.

Mandrel size 00 01 02 03 04 05 06
ØD Sleeve released mm from 5,5 7,5 9,5 12 14,5 19,5 24,7

to 7 9 11,5 14,5 19 24,5 28,7

E 9 12,5 16 20 24 30 36

A 45 50 56 60 72 76 82

B 36 39 46 50 60 64 70

C 14 14 15 15 15 18 18

G h6 25 25 30 30 40 40 40

J 11,5 12 13 13 14 14 14

H 42,5 46 54 58,5 66 67 71

F 30 33 39 43,5 50 51 55

M M 8 M 8 M 10 M 10 M 10 M 12 M 12

N 5,5 6,6 6,6 6,6 6,6 6,6 6,6

O 24 31 38 40 52 54 60

Max. operating power kN 2 3 4 5,5 6,5 7,5 9

Max. torque Md N 5 8 15 20 35 55 70

Type 247-10 Basic mandrel KFB Id.-No. 323521 323522 323523 323524 323525 323526 323527
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Typ 247-60 Draw bolt

Typ 247-10 Basic mandrel

Typ 247-75 Cotter

Typ 247-71 Workpiece stop

Typ 247-70 Stop sleeve

Typ 247-80 Guide sleeve

Clamping sleeve K
Typ 247-50 Normal standard
Typ 247-55 vulcanized

Basic mandrel

Cotter

Stop

Stop sleeve Clamping sleeve

Draw bolt

Guide sleeve



Tool group 18

Mandrel Size 00 01 02 03 04 05 06
Expansion mm 0,5 0,5 0,5 0,5 0,5 1 1

E 13,5 17,5 21,5 27,5 31,5 37,5 44

D min-Ø 5,5 7,5 9,5 12 14,5 19,5 24,7

Id.-No. 327000 327004 327008 327013 327019 327029 327040
D min-Ø 6 8 10 12,5 15 20 25,7

Id.-No. 327001 327005 327009 327014 327020 327030 327041
D min-Ø 6,5 8,5 10,5 13 15,5 20,5 26,7

Id.-No. 327002 327006 327010 327015 327021 327031 327042
D min-Ø 7 9 11 13,5 16 21 27,7

Id.-No. 327003 327007 327011 327016 327022 327032 327043
D min-Ø 11,5 14 16,5 21,5 28,7

Id.-No. 327012 327017 327023 327033 327044
D min-Ø 14,5 17 22

Id.-No. 327018 327024 327034
D min-Ø 17,5 22,5

Id.-No. 327025 327035
D min-Ø 18 23

Id.-No. 327026 327036
D min-Ø 18,5 23,5

Id.-No. 327027 327037
D min-Ø 19 24

Id.-No. 327028 327038
D min-Ø 24,5

Id.-No. 327039

Clamping sleeve Type K, Type 247-50 Standard design

Type 247-60 Draw bolt

Type 247-70 Stop sleeve

Type 247-80 Guide sleeve

Type 247-71 Work stop

Type 247-75 Cotter

00 01 02 03 04 05 06
0,5 0,5 0,5 0,5 0,5 1 1

E 13,5 17,5 21,5 27,5 31,5 37,5 44

D min-Ø 5,5 7,5 9,5 12 14,5 19,5 24,7

Id.-No. 327100 327104 327108 327113 327119 327129 327140
D min-Ø 6 8 10 12,5 15 20 25,7

Id.-No. 327101 327105 327109 327114 327120 327130 327141
D min-Ø 6,5 8,5 10,5 13 15,5 20,5 26,7

Id.-No. 327102 327106 327110 327115 327121 327131 327142
D min-Ø 7 9 11 13,5 16 21 27,7

Id.-No. 327103 327107 327111 327116 327122 327132 327143
D min-Ø 11,5 14 16,5 21,5 28,7

Id.-No. 327112 327117 327123 327133 327144
D min-Ø 14,5 17 22

Id.-No. 327118 327124 327134
D min-Ø 17,5 22,5

Id.-No. 327125 327135
D min-Ø 18 23

Id.-No. 327126 327136
D min-Ø 18,5 23,5

Id.-No. 327127 327137
D min-Ø 19 24

Id.-No. 327128 327138
D min-Ø 24,5

Id.-No. 327139

Clamping sleeve Type K, Type 247-55 vulcanized (protected against chips and dirt)

Mandrel size 00 01 02 03 04 05 06
A 45 50 56 60 72 76 82

B 36 39 46 50 60 64 70

L 32,5 35 41 45 51 52 56

O 23 28 34 38 46 50 58

Id.-No. 323474 323475 323476 323477 323478 323479 323480
P 18 22 27 31 37 42 50

R 14 16 21 21 25 28 28

S 25 27,5 34 36,5 42,5 43,5 46

Id.-No. 323461 323462 323463 323464 323465 323466 323467
O 24 31 38 40 52 54 60

D 6,5 8,5 10,5 13 15,5 20,5 26,2

M 22 x1,5 27 x 1,5 32 x 1,5 36 x 1,5 45 x 1,5 48 x 1,5 56 x 1,5

V 6,5 9 11 11 12 13 13

Id.-No. 323487 323488 323489 323490 323491 323492 323493
W 51 52 59 59 66,5 70,5 70,5

M 8 8 10 10 10 12 12

Q 12 12 17 17 18 20 20

K 14 14 15 15 15 18 18

Id.-No. 323500 323501 323502 323502 323503 323504 323504
L 17,5 21,5 26,5 30 36 41 49

B 3 3 4 4 5 5 5

T 6 6 8 8 10 10 10

Id.-No. 323508 323509 323510 323511 323512 323513 323514

KFB Cartridge Mandrel, Type 247-00, power-assisted, with flanged seat

Mandrel Size

Expansion mm
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Short taper 5 6 8

Id.-No. piece 107449 107450 107451

Number needed 4 4 4

Dimension M 10 x 43 M 12 x 50 M 16 x 60

Mounting dimensions to DIN 55028 DIN 55028 DIN 55028

A 5 A 6 A 8

for spindle head DIN 55021 and DIN 55021 and DIN 55021 and

DIN 55026 A 5 DIN 55026 A 6 DIN 55026 A 8

A 40 40 40

B 135 167 212

C ±0,2 104,8 133,4 171,4

D + 0,015 82,563 106,375 136,719

E 36 36 36

F G 5 35 35 35

G -- 135 135

H 18 20 26

I 11 14 18

J 11 14 18

Id.-No. 366595 366596 366597

Mandrel size 00--02 03--05 06--08 09/10

A 10 10 10 10

B 5 5 5 11

C g5 51,5 61 80 135

D h6 35 35 35 35

E 28 28 28 28

Id.-No. 366598 366599 366600 622035

Intermediate Adaptor Plates for Mandrels MFS, KFS and KFR
for Type 244-00 and 246-00, hardened and ground

Type 246-92 Adaptor plates DIN 55027/55022 for studs and locknuts

Type 246-93 Adaptor plates DIN 55026/55021 without mounting screws

Type 244-80 Centering rings for mandrels
(necessary for mounting of the intermediate flanges to the mandrels)

Tool group 18

Mounting dimensions to DIN 55028 DIN 55028 DIN 55028

C 5 C 6 C 8

for spindle head DIN 55022 and DIN 55022 and DIN 55022 and

DIN 550275 5x135 DIN 55027 6x170 DIN 55027 8x220

A 40 40 40

B 137 172 222

C ± 0,2 104,8 133,4 171,4

D + 0,015 82,563 106,375 139,719

E 36 36 36

F G 5 35 35 35

G -- 135 135

H M 10 M 12 M 16

I 15 18 24

J 23 24 34

Id.-No.

(without studs)
366602 366603 366604

Type 315 Studs and locknuts

Centering rings for mandrels KFS-MFS
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Size 00-08
Size 09/10



KFR / MFR Cartridge Mandrel, power-assisted, with flanged seat

Type KFR: power-assisted -- Type MFR: hand-operated (to size 06)

Type 255-40
Adapter for power
assisted operation

Tool group 18

Application
Turning, grinding, cutting, toothcutting, balancing etc.,
where no axial component is required.
Special Features
Stable type for precision machining operations, flanged
construction, without axial tightening of workpiece.
Prepared for air sensing. Concentricity 0.01 mm.

Type 255-60
Nut
(size 00-02)

Type 255-30
Work stop

Type 255-50 / 255-55
Clamping sleeve type R

Type 256-20
Clamping taper

10

Ø
2
3

M
4
8
x
1
,5

M
1
6

C

L

F

Z

29,5

B

A

5
5

Type 255-10
Basic mandrel

29,5

E

D D

S
WM

H

--
0
,0
0
1

--
0
,0
0
3

M
1
6

Type 255-49
Adapter hand operated
(size 00-06)

43

13

4
7

shown in released position: stroke max. = 2 mm size 00-05 / 4 mm size 06-12
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Work stop
Typ 255-30

Clamping taper
Typ 256-20

Adapter for power assisted operation
Typ 255-40

Adpter, hand-operated
Typ 255-49

Basic mandrel
Typ 255-10

Clamping sleeve R
Typ 255-50 Normal standard
Typ 255-55 vulcanized


